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ABSTRACT

In this paper, we present closed-form formulas for the lift and moment coefficients of alifting surface
in two-dimensional, unsteady, compressible, subsonic flow utilizing a newly developed explicit
analytical solution of the Possio equation. Numerical calculations are consistent with previous numerical
tables based on series expansions or ad hoc numerical schemes. More importantly, these formulas lend
themselves readily to flutter analysis, compared with the tedious table-look-up schemes currently in use.

NOMENCLATURE
a location of the elastic axis
Ay speed of sound, ft/sec
A doublet intensity
b half chord, ft
C Theodorsen function
Ch linear functional
d derivative with respect to h
D determinant of alinear algebraic equation
e exponential constant

linear functiona

El elastic rigidity, Ib ft

f function

f(M) function of Mach

G kernel of Possio integral equation

GJ torsional rigidity, Ib ft

h plunging motion, ft

i J-1

Im the imaginary part of acomplex number

ly mass moment of inertia about the elastic axis, slug/ft
k reduced frequency = vab

k %) , reduced frequency

K function

K modified Bessel functions of the second kind and of order n

I span of the wing, ft
lim limit



L lift

Ly, coefficient of lift due to plunge motion
L, coefficient of lift due to pitch motion
m mass per unit span, slug/ft
M Mach number = Yy
Ay
M moment
M, coefficient of moment due to plunge motion
M, coefficient of moment due to pitch motion

p function
P-G transformation Prandtl-Glauert transformation

q function
r function
Re the real part of a complex number
Sh linear functional
SS/ static mass moment per unit length about the elastic axis, slug/ft/ft
t time
U free-stream velocity, ft/sec
W, downwash, ft/sec
X,Y,Z Cartesian coordinates
a pitching motion, angle of attack
b N1-M?
g M l—b2 = Mm= Mzk, scaled reduced frequency
Ub b
DP pressure distribution = r UA
z variable
h dummy integration variable
I frequency, rad
m I—b2 = % , compressible reduced frequency
Ub b
r air density, slug/ft3



S dummy variable

f velocity potential
C dummy variable
w frequency of oscillation, rad/sec

1. INTRODUCTION

The pressure distribution on a lifting surface in unsteady aerodynamics and the lift/moment
coefficients deduced therefrom are essential for many aerodynamic/aeroelastic calculations including
flutter analysis. A central role is played in this theory by the Possio (integral) equation, relating the
normal velocity of the fluid (downwash) to the pressure distribution of a lifting surface in two-
dimensional, oscillatory, subsonic compressible flow, derived by Possio.! Despite the effort of many
aerodynamicists and aeroelasticians, however, no explicit solution has so far been found. Dietze? and
later Fettis® and others turned to creating tables of lift and moment coefficients based on various
numerical approximations. The lack of explicit formulas for the aerodynamic coefficients, in turn,
resulted in making the aeroelastic calculations a tedious iterative process. Haski nd,* Reissner,®> and
Timman, et al.,® formulated the two-dimensional flow problem in elliptic coordinates and this resulted in
a series expansion in terms of Mathieu functions and also devel oped aerodynamic coefficient tables. By
the 1950's, the aerodynamic theory had extended to the more general three-dimensional lifting surface
problem. Watkins, Runyan and Woolston’ used series expansions which led to a numerical scheme
known as the Kernel Method (KFM). In the late 1960’s, Albano and Rodden® developed a numerical
scheme called the “doublet-lattice method” which extends to even more complicated nonplanar
configurations, but without theoretical justification.® ° As the flow problem became more complicated it
became even more difficult to combine the structure with the aerodynamics necessary for the aeroelastic
problem.

Recently, Balakrishnan'® derived an explicit solution to the Possio equation, which is accurate to the
2
M M

order of 5log 5- This approximation is certainly valid for M < 0.7, above which the linearized
1-M° 1-M 2
theory is generally conceded as no longer valid. Figure 1 shows that - 5109 M 5 iswell below one for
1-M°  1-M

M <0.7. In this paper we derive explicit formulas for the lift and moment for any two-dimensional

lifting surface in subsonic compressible flow, based on the Balakrishnan solution.

We begin in section 2 with the Laplace transform version of the Possio equation and its solution
derived by Balakrishnan.1% In section 3, we proceed to obtain closed-form formulas for the lift and
moment. Numerical calculations are given in section 4, which are compared with results obtained by
previous authors,? 3 6 11 showing acceptable agreement. In section 5 we illustrate the ease with which
the lift and moment formulas are applied to flutter analysis as compared with table-look-up schemes, by
considering a standard model for wings with large aspect ratio. Concluding remarks are in the final
section.
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2. SOLUTION OF POSSIO EQUATION —LAPLACE TRANSFORM VERSION

In this section we present the Laplace transform version of the Possio equation and its solution,
referring to reference 10 for more detailed analysis. To clarify the terminology, we begin with the two-
dimensional field equations for the velocity potential in (linearized) compressive flow:

2 2 2 2
_1_2 T f(x,zz, 0, ulfxzt) 21 f(x,2z, ) T f(x,zz, H_p 2.1)
Ay It Tiefix fix Tz
-¥ <Xx<¥ 0£z<¥,
subject to the boundary conditions:
i) Flow Tangency
+
f(x0,t) _ w,(x, 1), X <b; (2.2)
1z
i) Kutta-Joukowski
+ +
ﬂf(X,O,t)_'_Uﬂf(X,O,t):O’ X =b-andx3 b; (23)
It ix

iii) and the usual vanishing far-field conditions.



A “particular” solution of (2.1), which satisfiesiii) and ii) for x3 b isgiven as (seeref. 12)

L y _x—z_A/cz+b2(h2+22)f_j
f(x 21) =—4—p6’bdz@ dg, ol € up? U a, b2 gldc. (2.4)

A/02+ b2(h2+ 22)
Itisa“particular” solution in that the initial conditions are assumed to be:

1f (x,z 0)

f(x,z0) = T

:O’

which are necessary for the Laplace transform theory. To satisfy the flow-tangency condition, we
substitute this solution into (2.2), and must obtain

1 b ¥ _x—z_,\/cz+b2(h2+zz)t_')
w.(xt) = lim—= @ dz@a dh - 2 U 2  dc . 2.5
(X 1) m 2p 0,920, 90, e Ub ayb 2 (2.5)

Je2+b3(h? + )
Next, we take the Laplace transform on both sides by defining

¥ ~ ¥ _
Wo(x 1) = Qe”wa(x, t)dt; A(x,1) = Qe'tA(x, t)dt, Rel >0.

We now have:
W.(x1) = lim == & dzgy dc xexpF & — =20 xA(z, 1)
a\™ 7® 0 4p O O Ub2 U oD
& Jc?+b*(h?+7%)0
expc- A/ (2 ):
'ﬂ e A/c:2+b2(h2+22)
1 b e A 2 [~2 o
=1 O dz())( dcxexpa?ge%_u%xA(z,l ) xlim ﬂzKog ¢ +2 Z.
4p up> U 20047 & ab’ B
Thisleadsto (seeref. 10) the “Laplace transform version” of the Possio equation,
b .
Wy(x 1) = I—Z(‘)b(G(x—z,M,I )DP(z, | )dz, (2.7)
ru- -



where

DP(z,1) = —r UA(z, 1),

11 a&M%0 MIyl, aé M AM g
Gy, M, 1) = ——{ ex { 0.+ K 0}

G(y, M, 1) isanayticin | for the entire complex plane except for the “branch cut” along the negative
real axis, due to the essential singularity of the modified Bessel functions. Hence, wecanset | = iw,
yielding the usual Possio equation for “ oscillatory motion.” 113

The explicit solution to (2.7) developed by Balakrishnan inref. 10 is given by

f(x 1) =r(xl )+n~élcoshg(x—s)r(s,l )ds +g(‘)ilsinhg(x—s)r(s,l )ds (2.8)
where
r(x,1) = g(x|)—-9gK(g, x)(‘; sinhg(1—-s)r(s,|)ds
- ) (2.83)
+ (kp(m x) —MgK(g, X)) Q, coshg(1-s)r(s, 1 )ds,
and

f(x,1) = eM¥DP(x, 1),

M@z ~
1-xl [T+ze ~Wu(zl)
(Xl)_rupbA/1+x 1A/1—z Z—X az,

1 ixg [TrzKe(ei-2)
K(g%) = IO2«/ J 2,

1+xQ1 1-2z Z—X
1 /1—-x¥ -m 1 2+t
p(mX)—p/1+XQe x—t—l’ n dt.

For ease of notation, we haveset b = 1 sinceit isonly amatter of scaling. The coefficients

(‘; sinhg(1—s)r(s)ds andc‘; coshg(1—-s)r(s)ds
1 21



arereadily calculated. Let

Sn(q) = g, gsinhg(1-s)a(s)ds

Ch(q) = c‘;lcoshg(l—s)q(s)ds.

Then from (2.8a) we obtain the linear equations:

Sh(r) = sh(g) - Sh(K)Sh(r) + [kSh(p) ~Mgsh(K)ICh(r)

2.9
Ch(r) = Ch(g) —Ch(K)Sh(r) + [kCh(p) —MgCh(K)]Ch(r). 29

The determinant is

D = (1+S(K))(1-kCh(p)) + (Mg +kSh(p))Ch(K).

A plot of D as afunction of the reduced frequency is given in figure 2 for afamily of valuesof M £ 0.7
showing it is actually positive for these values, so that (2.9) has a unique solution.
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Figure 2. The determinant D as a function of the reduced frequency (k) for various Mach numbers.

For the incompressible case, the Balakrishnan solution simplifies this and we obtain

f(x 1) = r(x]| )+Rc‘31r(s,l)ds (2.10)



and

r(x) = g(x) +kp(K, x)(‘)llr(s)ds, (2.12)
where
1

1 0,9(s)ds 1 g 1

~ ds = - = —

er(s) S 1—R(‘)11p(R,s)ds kKo(k)+K1(k)0 g(s)ds D(k)o g(s)ds
Plugging (2.11) into (2.10), we have

f(x,1) = g(x)+ko g(s)ds +k—— ( > o g(s)ds[p(k x)+k0 n(k, s)ds} (2.12)

which agrees with the known (e.g. K tissner-Schwarz'#) solution for “oscillatory motion.”
3.LIFT AND MOMENT CALCULATIONS

In this section we calculate the lift and moment based on Balakrishnan's solution, equation (2.8),

accurate again to the order of

M_1og—M_ (or equivalently MlogM).
1-M 1-M

Thelift isgiven by:

L(1) —éloﬁ(x, | )dx

\

8 "% r(x) + 5. coshg(x—s)r(s)ds +gQ) sinhg(x—s)r (s )ds |ax 3.1
0, rT.Ql Q, ¢4

eMd
—Eq(r) _M_gSh(r)’

where

Eq(r) = éleMng(x)dx.



Similarly we have for the moment about the axis x = a as,

M(l) = él(x—a)Dls(x,I )dx

Y

QleMgX(x_a)[r(x) + nél coshg(x—s)r(s)ds

+gélsinhg(x—s)r(s)ds}dx (3.2)

1 .5 1 M
geM—z—agEo(r)+E1(r)——2Re 9ch(r)

|- =

+ q +
5

0-Mg
—age H(r),

<
xR

g

where

E,(r) = SlxeM@(r(x)dx.

Hence to calculate lift and moment we need to calcul ate two more constants namely,
Eo(r) and E (r).
We have again from (2.8a),

Eo(r) = Eg(9) —Eo(K)Sh(r) + [KE(p) —MgE(K)]Ch(r),

Eq(r) = Eq(9) —E;(K)Sh(r) + [KE 1 (p) —MgE;(K)]Ch(r).
We are then left to find the twelve constants, Ey(g), E;(9), Sh(g), Ch(g), Ey(p), E1(p), Sh(p),
Ch(p), Ep(K), E1(K), Sh(K) and Ch(K). Itisdifficult to obtain explicit formulas for these constants.

But since we are only interested in those terms of the order leogM , Wwe expand them in a power series
of M. Keeping terms up to leogM , We obtain

L() = Lol )+ (MPlogM)Ly(1 ) and M(1) = Mo(l ) + (MZlogM)Mwm(l ),



|:O(| ) = 2r U(‘il 1tz[k(l_s)+C(R)]wa(s,l )dS,
Mol = ruélge TE5{1 —2ak —(1+22)C(R) +[2+ k(1 + 2a)]s —ks (s, 1)ds,

A 1 1+s -3

Lm(1) = —rUQ, [i=sk +3k°C(k) + 2kC(K)° —s [k + 2 k“C(K)]} Wy(s, | )ds, (3.3)

Nim(l ) = ru(‘i1 /%{—aﬁs—(l+3a) k°C(K) = (1 +2a) kC(k)°

+s[ak’ +(1+2a) k°C(K)]} (s, | )ds

and

oo Kk .
C(k) = Theodorsen function.

Ky (k) + Kg(K)

Equation (3.3) isfor ageneral class of lifting surfaces, in that the downwash function isarbitrary. For
atypical section we can express the downwash as

W,(x, t) = —h(t) —(x—a)a(t) —Ua(t), for X £b,
or

W(l) = -h(1) = (x—a)l 4(1 )= UA&(l). (3.4)

We ignore the initial conditions here since we will be interested only in the stability of the wing. We
could also easily include control surfaces, but for simplicity we will not do so.

Plugging (3.4) into (3.3) we obtain:
() =pr uzb[Lh(R>m%+ LA ()],
R (3.5
NI(1) = pr uzbz[Mh(R)$+ VRGN )},

10



where

_ 4
L, (K) = R2+2RC(R)+leogm[%uksqk)+2kZC(R)2}

L, (k) = k—ak * + C(K)[2+ (1—2a)K]

_ 4 ..
2 Ik__k_ S or2.ad o 603 D20 - oap24U
+M?logM i 2a+C(k)[2k +& 230K ]+C(k) [2k + (1-2a)k ]%,
t4 o (36
h(k) = ak +(1+ 2a)kC (k) + M IogM|(1+2a)k C(k) +3é+2a°k C(k) + %ai, (39)
k) = & Lop_ad, 202 & _ % a3 é_
Ma(R) = B-Z0k-& +a’0k C(k)[1+2a+ E-2a k}+|v| |og|v|. K-k

+ C(R)z[(1+ 2a)k + g%—ZazgR } + C(k)[aé + 2a0k —2a° Rs] [\?

Smilg and Wassermann'® defined the aerodynamic coefficients differently, they had
. 2 -2l ) e oy &L 67 ylag Y

L(1) = —prU™bk | La(k)=—=+| La(k) =+ azLn(k) |a(l )y,

: b & % g

M(l) = —pr Uzbzkzi [I\7Ih(R)—2%+agl~_h(R)}Ltl)

S

+ [l\”/lak_ 2+ (L (k) + Mn(K)) + g% + agzih(k)}au )g

11



Here the coefficients are given by:

_2
[ () = 1+ %C(R) , |v|2|og|v|[k7 + 2kC (K) + 2C(R)2},

S SROON o S BRNVE S S PR PR 2o 4 214

(k) = 2+R+C(k)[R2+d+M logMi 5+ +C(k){2+2k}+C(k) [2+R]i§’
) (3.7)

) = L4 mZioamt Ko 4 Ker 8

Mh(k) = 2+|\/| IogM% 2 +2C(k)%,
Lo 22

k) = 341 MAoam! K4 Ko 1,.ku

Ma(k) = 5+ =+M IogM%4+ ’ +C(k)[2+2h;

1

Fora——z,wehave
Ly(k) = k “Ln(R), L (k) =k “La(k), My (k) = —k “Mp(K), M (k) = Kk “Ma(K).

Note: In the asymptotic expansions of the modified Bessel functions, we suppressed the dependence of g
on the reduced frequency (k). The dependence is such that the higher the value of k, the smaller the
value of M will need to be. However, for most aeroelastic calculations, we are only interested in the first
few modes where |k| is <1.Infact we have

_ Ib _ 1lb M% ¢ e . M
T M i, T B e )

4. COMPARISON WITH PREVIOUSRESULTS

The definitions of the lift and moment coefficients in (3.6) are similar to those adopted by Possio,
Dietze, and Timman. Timman’'slift and moment coefficients are defined for rotation about the midchord,
a = 0, hence his L, . These moment coefficients are different from equation (3.6) and Dietze's values.
For M = 0.5, figures 3-6 compare the aerodynamic coefficients in equation (3.6) with their
corresponding values found in Dietze and Timman. We also included the Prandtl-Glauert transformation
of (3.6), i.e. al coefficients are divided by b. As k® 0, the Prandtl-Glauert version will reach the
correct steady state value. Upon close inspection we found that Dietze's L, and L, were missing K2
and —k? 2 respectively. When these errors are taken into account, our results show good agreement
with Dietze's values. The differences between Dietze's values and ours are all within 10 percent. With
the adjustment of the rotation axis, the differences between Timman's values and ours are also within
10 percent, except at high reduced frequencies. At these high reduced frequencies Fettis found that
Timman's values are erroneous.® As for the moment coefficients, again Dietze |eft out some terms there
as well. When these errors are taken into account the difference between Dietze's numbers and ours are
again within 10 percent (not shown).

12
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For the case where M = 0.7, figures 7-10 compare results from equation (3.7) with those that
belong to Fettis® and Blanch!® whenever they follow Smilg and Wassermann notations. Blanch
employed Reissner’'s method to calculate the aerodynamic coefficients, whereas Fettis approximated
Possio’s equation in obtaining his results. It is uncanny that the values are within a few hundredths of
each other. Our numbers compare reasonably well with theirs for Im[L,] and Re[L,] shown in
figures 8 and 9 respectively. The differences are close to 15 to 20 percent. However, for Re[L,] and
Im[L,], thereis nearly a 60-percent difference between our results and theirs. For this particular Mach
number Fettis values agreed with Dietze's when he took into account Dietze's missing factors
mentioned earlier. There were some difficultiesin the convergence of Dietze' siteration scheme for such
ahigh Mach number. Fettis bypassed these difficulties by approximating Possio’ sintegral equation with
a polynomial. He expanded the kernel function in a power series of k after he had removed the
incompressible part. On the other hand, Blanch followed Reissner’s method of expansionsin terms of the
Mathieu functions. Hence, their approximations are no longer valid for large Mach numbers and large
reduced frequencies. Neither Fettis nor Blanch indicated how many terms should be taken in their
expansions or what the limiting values are for the Mach number or the reduced frequency in their
approximations. Our results are also approximations, but they are analytic rather than numerical
approximations. If our approximations are good enough for Im[L,] and Re[L,], they should be good
enough for Re[L,] and Im[L,] as well. The differences are even greater in the moment coefficients.
These differences are 60-percent and beyond (not shown). Just as with lift coefficients, we simply cannot
conclude which approximation is better. From (3.7) it follows that

Win(®) + La(k) = @+ 2R

which is a formula derived by Fettis in reference 15. This relation is exact and was derived analytically
based solely on the kinematics of the airfoil and the existence and uniqueness of the solution to the Possio
equation. Overal, for M <0.7 and k<1, our approximations are in good agreement with previous
tabulated values.
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Figure 7. Lift coefficient due to plunge motion as a function of reduced frequency (k) with M = 0.7
(real part).
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Figure 8. Lift coefficient due to plunge motion as a function of reduced frequency (k) with M = 0.7
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Figure 10. Lift coefficient due to pitch motion as a function of reduced frequency (k) with M = 0.7
(imaginary part).

5. APPLICATION TO FLUTTER ANALYSIS

A main motivation for calculating the lift and moment in unsteady aerodynamics is for use in
aeroelastic stability analysis—flutter speed calculations. In this section, we calculate the “aeroelastic
modes” (see reference 13, p. 550) of a wing with alarge aspect ratio and demonstrate the smplicity and
the ease of utility of the explicit lift and moment formulas found in section 3. We will also see the need
for the Laplace transforms of lift and moment as opposed to the “oscillatory motion” values when
calculating these “ aeroel astic modes.”

We illustrate this with the continuum model of Goland!’ for bending-torsion flutter for a uniform
cantilever wing. The flutter speed has been calculated in references 17 and 18 for the incompressible
case. Here we shall use our formulas to calculate the aerodynamic loading in the subsonic compressible
case.

The dynamic equation for the wing is given as

2 2 4
mﬂ h()Z/,t) + syﬂ a(g/,t) +El T h(i’t) =-L(y.1),
qt y

qt
) , , (5.)
Iyﬂ a(g/,t) +Syﬂ h(lzl,t)_mw = M(y;t),
qt Mt fy
O£t, OEY£EI
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with boundary conditions of,

_ 1h(o) _ _ Th(l.t) _ Th(.b) _ Ta(ly) _
h(0,t) v a(0t) = 0,and py: 0y Ty 0.

Goland used the lift and moment of an infinitely spanned wing, but in actuality due to their dependence
onhand a, thelift and momentsin (5.1) do depend ony. For awing with a sufficiently large aspect ratio,
one can argue that the lift and moment can be written as the sum of the lift and moment of the infinitely
spanned wing with a correction term that goesto zeroas y ® ¥ .19

Therefore, we proceed by taking the Laplace transform of equation (5.1) and denote the derivative
with respect to y by superprime. We then have

ml 2Ry, ) + S %Ay ) + EIRZ2 (yl ) = -L(y.l),
11 %0y + 8 %Ryl ) -Gaaz(yl) = Myl ), 52)
OfyEI

with boundary conditions:
h(o,l ) = h(0,l ) = 4(0,l ) = h2(l, ) = hae(l,|) = &'(l,]) = 0.

These equations yield the “ aeroelastic” modes. The main point hereisthat weneed L(y, | ), M(y, | )
given by (3.6), (I is not purely imaginary). We may then proceed to calculate the real part of the
aeroelastic mode corresponding to the first torsion mode, following reference 18, where the only
difference is that the aerodynamics is restricted to the incompressible case, as in Goland. Figures 11
and 12 plot thereal part of | asafunction of U, for the compressible as well as the incompressible case,
at two different elevations. The flutter speed differs little from the incompressible case prior to flutter,
even though the damping is higher initialy. Tables 1 and 2 summarize the wing parameters and the
flutter analysis. All of the reduced frequencies and Mach numbers at flutter condition are well within the
range of validity of our approximation.
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Table 1. Parameters of the wing: Goland case.

Parameters Vaues
m 0.746 slug/ft
0.447 slug/ft/ft
ly 1.943 slug/ft?/ft
El 236" 10°Ibft
GJ 2.39" 10°Ibft
a -1/3
| 20 ft
b 3ft

Table 2. Flutter analysis of the wing: Goland case.

Sealevel 20 K ft above sea level
Us (ft/sec) ks Mg Us (ft/sec) ke M;
Incompressible 447 0.47 ¥ 574 0.36 ¥
Compressible 446 0.46 0.40 574 0.35 0.55




6. CONCLUDING REMARKS

For application to aeroelastic analysis in the subsonic compressible regime, the current reliance on
tabulated calculations of aerodynamic influence coefficients is cumbersome. In this paper, closed-form
formulas of lift and moment coefficients are obtained based on the recent solution of the Possio equation
by Balakrishnan.

For a Mach number less than 0.7 and reduced frequencies less than one, the closed-form formulas of
lift and moment coefficients derived in this paper are within 10 percent of previous numerical results.
Asthe Mach number gets closer to 0.7 and beyond, all methods of approximation fail. However, for such
a high Mach number the aerodynamic flow is close to the transonic regime.

Numerical calculations are shown to be consistent with extant work. The ease of use of these
formulasis demonstrated in the flutter analysisillustrated. No longer is there aneed for “table look up” of
aerodynamic coefficientsin an iterative process of root finding.
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